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Transforming Towards Sustainability

AFA Cobot Palletizer
" Beneits and Advantages /A0 A

ol Simple Operation
@ No programming skills required.

Short learning curve, setup within 10min.

Economic
$ The ROl within 12 months

Flexible Deployment

@ Integrated design, light and flexible, small
footprint; Easy to install, can perform
palletizing tasks after installation in a short
period of time (Plug & Play)
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Safety

Equipped with collision detection,
bottom leakage detection and empty
box detection functions.

Efficiency
Reduces labor costs and increases
productivity

Safety Standards

ISO 13849-1: Functional Safety

- Cat. 3 (Redundancy design)

. PLd (PFH d 1/h : 210-7 and <10-6)

CE : Product Safety

ISO/TS 15066 : Power and force

limited (Collision measurement report)

ACCOUNTABILITY = TRUST & INTEGRITY

SCAN TO WATCH MACHINE VIDEO!



AFA Cobot Palletizer

Specifications

Robot Brand

Robot Model AC-20L
Payload 20kg
Working Radius 1,650mm
Pallet Size

Lifter (Optional) Yes

1,700mm (Extensible
to 2,200mm with Lifter)

Palletizing Height

Stacking Speed up to 12 pcs/min

Air Consumption 480-660L/min

Repeatability Accuracy +0.02mm
Communication EtherCAT; IO
Machine Weight 380kg
Power Supply

Safety

Omron
AC-30L TMI12S
30kg 12kg
1,600mm 1,300mm

1,200mm *1,200mm (Maximum)
Yes Yes

1,700mm (Extensible
to 2,200mm with Lifter)

1,700mm (Extensible
to 2,200mm with Lifter)

up to 12 pcs/min up to 8 pcs/min

480-660L/min 480-660L/min
+0.02mm +0.03mm
EtherCAT; IO EtherCAT; IO
380kg 350Kg

110~240 VAC, 50/60 Hz

Safety Fence, Light Curtain Sensor

AFA TECHNOLOGIES SDN BHD (520509-T)
No 1,Jalan TTC 7, Taman Teknologi Cheng, Kawasan Perindustrian Cheng, 75250 Melaka, Malaysia.

afa.enquiry@afa-tech.com

@ +606-336 3518

www.afa-group.com.my

Omron
TM25S
25kg

1,902mm

No

2,200mm
(Without Lifter)

up to 10 pcs/min
480-660L/min
+0.05mm
EtherCAT; 1O

390kg



